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Sail Type [Main

Sail Measurements (Ft)

Luff 43.999

Foot 24.419

=

v] SetType
P: 44,800Ft
E: 25.000Ft
ar Leech 45,033

Headboard
] Diagonal from
0,443 90.00
Width (Ft) e end L Angle
Girth
Other Data
Sheet Lead Angle{Deg) 0.00 Tack Height  0.000
Luff Rope 0,000 Sethack 0.000
[ Relative Edit Mode Auto-Converge Finished Lengtl

Open Curve Editar ] [ Open Section Editor ] Apply |

Finished Lengths
Luff: 44.00Ft
Leech: 46.03Ft
Foot: 24 42F1
Area: 610 864Fr
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Date 25/07/2019 B
Job Mumber
Boat Monsuch 30 P
Client Far East Sails [ Michael -
Design: Azure Project v&.009, =
design = mk3
Commernts

Monsuch 30, unstayed rig, cc main, 56.7 m2 /610,58 sq.ft =

Material: 7. 18 oz dacron, 54" (51" panels)

P =44.5 ft, E = 24.666 ft (loose foot)

Luff = 44.0 ft, Leech = 45.035 ft

Foot = 24,419 ft

tack angle = 75 degrees

4 partial horizontal battens. Lengths, from top:
40, 55°, 55", 45"

13.5 cm head board

2reefs @ 64" + 1307 above tack, and
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