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SELDEN Rig data no. 2134: BAVARIA 38 AC(2002) CONV
Customer: BAVARIA
Sales manager: Mats Lindstrém
Date created: 02-03-12 ~ =3 r
Latest revision: 03-09-22 o7 / [ N
Approved: 03-09-22 by NJ
Series production OK / . o H
General rig description \ @8 3
Conventional Fractional /2"
Deckstepped 2-spreader
Untapered Sloop _
Rig dimensions o 28
Forestay height FH: 14 000 mm =4 11,6°
Main sail luff length P: 13550 mm ~ 5/8"
Boom height above deck BH: 1 400 mm \
Main sail foot length E: 4 750 mm
Main boom sheet pos S: 2 550 mm
Spinnaker pole length SPL: 4 400 mm
Chainplates dist. from cl mast
Lateral Long =950 —
Cap shrouds: 1250 450 mm (0,0°) '
Aft lowers: 1250 450 mm \
Deck above chainplates: 450 mm :
Deck above waterline: 1750 mm \ o
@6 4.2
Hull and righting moment Q 16.0°
Length: 11 600 mm 3 3/g"
Beam: 3 800 mm
Draft: 1 850 mm
Displacement: 7 000 Kg
Ballast: 2 570 Kg
Conventional keel
"Empty" boat |
Heeling test RM: 42,0 kNm @30° =1300 ——
Spar sections
Mast: c227
Boom: B200 Y |
Spin. pole: S084 \ Single
Furlex 3 810 a012°
Forestay: 208 g 2 13,4° 5 /8
S« 172"
Notes (2 lines) S& |
Cutterstay o7, Flx 207 at 13280 optional. Runners strongly 13
recommended if cutterstay is mounted. —1 % ? |
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Pelle Lunden Spreader angle: 22°
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