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Sail Parameters | Surface shaping | Batten Editor I Analytics |

Sail Type [Genua v] Set Type
Sail Measurements (m)
Luff 15,900 Maxil: 0.000m

Clew Height 0,200 ar Leech 15.123
Luff (LP) Foot 2.304

Perpendicular 4.090 @

Headboard

Width (m)  0.050  DEeeralfem [ g, 90.00

(B editinfo 25|

Date 01/09/2020 B~

Job Mumber

Boat Hanse 400 =
Client Far East Sails / Michael =

Design: Azure Project v6.009,

L3

Comments  Hange 400, FR rig, cc 5T jib, 30.6 m2
Material: 9. 18 oz dacron, 547
I=16.50m,1=462m
Luff = 156.04 m (induding 2 x 7.0 cm web loops @ top/ftac
Leech = 15,19 m (incuding 1 x 7.0 cm web loop @ top)
Foot = 4.30m, LP = 4.09 m {89.5%)
no battens / hollow leech
2 ¥ draft stripes @ 33% + 665 hts,
seam width = 45 mm
radial patches o

m
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Finished Lengths

Luff: 15.90m

Leach: 15.12m

Foot: 4 .30m

LPF: 4.090m (B8.53%)
Head Width:  0.050m
Area; 30.566m°

Measurement u
Value Limit Sladk
Luff Length 15.900
Leech Length 15.123
Luff Perpendicular (LF) 4.050
Girth Upper(75%&) 0.812 1022 0.210
Girth Medium(50%) 1.834 2.045 0.213
Girth Lower(25%) 2.852 3.067 0.116
Foot Length 4.304
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