Asymmetric: 6001025 Edward furling asy spinnaker

Design Info Design File:
D:\Dropbox\Fareast Sails\2022 Order\Need confrim order\6001025 Edward\6001025 Edward furling asy spinnaker.des
Comments:
Initial Design Date: 1/1/2023
Boat:
Client:
Design Data
Asymmetric
Measurements
Luff length (SLU): 14.827m
Leech length (SLE): 13.627m
Foot length (SFL): 7.825m
Headboard Width: 0.010m
Three-quarter width: 3.995m Closest Pt: 3.445m
Half width (SHW): 6.734m Closest Pt: 6.308m
Quarter width: 7.596m Closest Pt: 7.542m
ORC Area: 82.422m?
IRC Area: 82.092m?
Surface Area: 84.450m?
Hoist height: 12.500m
J: 4.155m
Luff Curve Fanned Luff (@ 5.00% [0.331m]) Before BSeam
10.349m, 0.000m 100% (14.774m) : 0.000m 0.000m
7.762m, 0.000m 88% (13.045m) : -0.103m 0.532m
5.175m, 0.000m 77% (11.383m) : -0.208m 0.999m
2.587m, 0.000m 66% (9.811m) : -0.312m 1.324m
0.000m, 0.000m 56% (8.340m) : -0.412m 1.438m
47% (6.935m) : -0.494m 1.390m
38% (5.553m) : -0.537m 1.224m
28% (4.177m) : -0.523m 0.970m
19% (2.796m) : -0.429m 0.666m
9% (1.403m) : -0.240m 0.347m

0% (0.000m) : 0.000m 0.000m



nat

Asymmetric: 6001025 Edward furling asy spinnaker

Seam Allowances

Split Radial Cross
Zone: 1/a 0.025m 0.015m 0.025m
Zone: 1/b 0.025m 0.015m 0.025m
Zone: 2/a 0.025m 0.015m 0.025m
Zone: 2/b 0.025m 0.015m 0.025m
Zone: 3/a 0.025m 0.015m 0.025m
Zone: 3/b 0.025m 0.015m 0.025m
Zone: 4 0.025m 0.015m 0.025m
Edge Excesses

Luff Leech Foot
Sail: 0.000m 0.000m 0.000m

Total Seam Lengths (m)

Horizontal 20.98
Radial/Vertical 263.73

Bi-Radial Split 9.52

Materials

Material Area (m? Panels

Material 1 84.25 1M\,1\2,1\3,1\4,1\5

16,1\7,1\8,1\9,1\10
N1,1\12,1\13,1\14,1\15
1\16,1b\1,1b\2,1b\3,1b\4
1b\5,1b\6,1b\7,1b\8,1b\9
1b\10,1b\11,1b\12,1b\13,1b\14
1b\15,1b\16,2\1,2\2,2\3
2\4,2\5,2\6,2\7,2\8
2\9,2b\9,2b\8,2b\7,2b\6
2b\5,2b\4,2b\3,2b\2,2b\1
3\1,3\2,3\3,3\4,3\5
3\6,3\7,3\8,3b\8,3b\7
3b\6,3b\5,3b\4,3b\3,3b\2
3b\1,4\1,4\2,4\3,4\4
4\5,4\6,4\7,4\8,4\9
4\10,4\11,4\12




